
Safety low voltage

•  Portable lamps

•  Work lamps

•  Halogen lamps

•  Plug-and-socket-

connections

•  Cable rollers



Low voltage lamps
Portable lamp model 939, Ex-proof lamp 943 and Transformer 120VA
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GIFAS Transformer 120VA 230/24V

• ÖVE certified
• protection insulated
• weight: appr. 2,7 kg

GIFAS all-rubber portable lamp model 939

• with protection glass and lattice cage incl. rubber ring
• Feeding by highly flexible oil and fuel resistant cable
• Porcelain lamp holder E27
• International protection IP45
• Protection category III
• weight (without cable): 750 g

6/1

Feeding Fitting Fusing EDP-No. Product-ID-No.

3m cable 1/CEE socket 1/primary glass 48541 161601202.K3.GRIFF
2x1,5sqmm and 2x16A 24V tube fuse
contour plug  
16A 230V

Watt Volt Feeding/Description EDP-No. Product-
    ID-No.

max. 24V 10m cable  25312 939210
100W  2x1,5sqmm with all-rubber 
  CEE plug 2x16A 24V

60W 24V shock resistant bulb 26409 7111.K

max. 42V 10m cable  25973 939410
100W  2x1,5sqmm with all-rubber 
  CEE plug 2x16A 42V

60W 42V shock resistant bulb 33661 7112.K

Watt Volt Feeding/Description EDP-No. Product-
    ID-No.

max. 24V 10m Proflex cable 80813 943210.GG.ATEX
60W  2x1,5sqmm with all rubber 
  CEE-plug 2x16A 24V 

60W 24V shock resistant bulb 26409 7111.K

max. 42V 10m Proflex cable 82495 943410.GG.ATEX
60W  2x1,5sqmm with all rubber 
  CEE-plug 2x16A 42V 

60W 42V shock resistant bulb 33661 7112.K

Ex-proof rubber portable lamp model 943
24/42V AC/DC for shock resistant bulbs up to 60W

• with protection glass and lattice cage incl. rubber ring
• solid handle made of high quality rubber with lamp holder E27
• bulbs easy to change by undoing only one screw
• international protection: IP65
• protection category III
• weight (without cable): 2,4 kg

EC-type examination certificate: PTB 01 ATEX 2144
Type of protection “e” (increased safety)
Explosion proof type of protection: II 2 G EEx ed IICT3/T4 (zone 1)
 II 2 D T 145°C (zone 21)

Range of ambient temperature: –20°C to +40°C



S
ub

je
ct

 to
 e

ng
in

ee
rin

g 
ch

an
ge

s.
   

  0
6/

09

6/2

Low voltage lamps
Portable lamps model 90424 and GIFAS-StabiLED

GIFAS-StabiLED 24/42V

• high light efficiency with low energy consumption
• 6 high performance-LED with longevity
• bright, homogeneous, dazzle-free white working place light
• hand gear and cap made of insulating material:
   impact- and shock resistant
• resistant against oil and acids
• self-extinguishing
• tube made of break-resistant Polycarbonate
• hanging device with turnable hook
• built-in electronic with protection module
• temperature range: –20°C – +50°C
• voltages: 24V AC/DC ± 10%
 42V AC/DC ± 10%
• international protection: IP55
• protection category: III
• weight (without cable): 300 g

Volt Feeding EDP-No. Product-ID-No.

24 V 5 m 80981 9.STABILED.36.24VAC/DC.M16.54215.GG
24 V 10 m  80982 9.STABILED.36.24VAC/DC.M16.104215.GG
42 V 5 m  80979 9.STABILED.36.42VAC/DC.M16.54215.GG
42 V 10 m  80980 9.STABILED.36.42VAC/DC.M16.104215.GG

with Proflex-cable 2x1,5sqmm with all rubber CEE-plug 16A 24V or 42 V

GIFAS Dulux fluorescent lamp model 
90424.11.E

•  High light efficiency of 900 lumen ( corresponding to a 75W 
lightbulb)

•  Low energy consumption 11W
•  Lifetime of the lamp appr. 10.000 hours
•  Hand gear and cap made of insulating material with shock ab-

sorbing protection rim
•  Rotatable suspension hook
•  Transparent shock proof polycarbonate tube with optimum light 

distribution
•  Feeding by highly flexible oil and fuel resistant cable
•  Compact fluorescent tube S/E 11W, lampholder 2G7
•  Oil, acid and age-resisting
•  With protection via electronic supply control circuit
•  Fluorescent tube included
•  International protection IP 55
•  Protection category III
• weight (without cable): 500 g

Watt Volt Feeding EDP-No. 

11W 24V 5m cable 2x1,5sqmm  60319 90424.11.E.M16
  with all-rubber CEE
  plug 2x16A 24V

11W  compact fluorescent tube 57320 KOMPAKTLM.11W.2G7

Product-
ID-No.
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Low voltage lamps
Portable halogen lamp model 969, 12V, 24V und 42V

6/3

GIFAS halogen spotlight type 969

•  Handy grip
•  Two-function switch (touching - switching)
•  High luminous intensity compact halogen spotlight
•  Luminous distance with spot light 100W = over 300m
•  Including halogen spotlight or spread beamer light or wide-spread light
•  Protection category III

GIFAS all-rubber cable roller with halogen spot-
light model 969 and built-in transformer 120VA 
230/24V

• Protection category II
• International protection IP 44

Spot emitter: International Protection IP54

Watt Volt Feeding EDP-No. Product-ID-No.
100W 24V 5m cable 2x1,5 sqmm 26113 969245
  and all-rubber-CEE plug 2x16A 24V
100W 24V 10m cable 2x1,5 sqmm 25171 9692410
  and all-rubber plug 2x16A 24V
100W 24V Spiral cable 2x1,5 sqmm and  25197 96924.SPK
  all-rubber CEE plug 2x16A 24V Beamers, lamps and accessories

Description EDP-No. Product-ID-No.

Compact-halogen spotlight point emitter 24V/100W 12036 7024.100
Halogen lamp 12V/50W for reflector 0816SL/0814SL 12031 7012.50.GY6,35
Halogen lamp 12V/100W for reflector 0816SL/0814SL 12855 7012.100.GY6,35
Halogen lamp 24V/50W for reflector 0816SL/0814SL 12041 7024.50.GY6,35
Halogen lamp 24V/100W for reflector 0816SL/0814SL 17015 7024.100.GY6,35
Halogen lamp 42V/75W for reflector 0816SL/0814SL 39836 7042.75.GY6,35

Reflector for narrow spread incl. lampholder and spare glass 10594 0814SL
Reflector for wide spread incl. lampholder and spare glass 10595 0816SL

O-Ring to 0814SL and 0816SL 47248 944.DICHTUNG
Spare glass 12427 969.GL
All-rubber housing 73872 969.GUMMITEIL.1M16.M
Two function switch with protection cap 10613 0925
Protection grid 12428 969.SG

Narrow spread beam lamp IP 54

Watt Volt Feeding EDP-No. Product-ID-No.
50W 12V spiral cable with cigarette 69425 96912.E.50W.SPK.ZIG
  igniter plug
100W 24V 5m cable 2x1,5 sqmm 27287 969245.E.100W
  and all-rubber CEE plug 2x16A 24V
100W 24V 10m cable 2x1,5 sqmm 30115 9692410.E.100W
  and all-rubber CEE plug 2x16A 24V
75W 42V 10m cable 2x1,5 sqmm 40719 9694210.E.75W
  and all-rubber CEE plug 2x16A 42V

Wide spread beam lamp IP54

Watt Volt Feeding EDP-No. Product-ID-No.
50W 12V spiral cable with cigarette 44981 96912.B.50W.SPK.ZIG
  igniter plug
100W 24V 5m cable 2x1,5 sqmm 26778 969245.B.100W
  and all-rubber CEE plug 2x16A 24V
100W 24V 10m cable 2x1,5 sqmm 29570 9692410.B.100W
  and all-rubber CEE plug 2x16A 24V
75W 42V 10m cable 2x1,5 sqmm 40722 9694210.B.75W
  and all-rubber CEE plug 2x16A 42V

Transformer 120VA 230V/24V

Feeding Fitting Fusing EDP-No. Product-ID-No.
3m cable 1/CEE socket- 1/glass tube- 50692 161601202.K3.GG.GRIFF
2x1,5 sqmm and 2x16A 24V fuse
contour plug 16A 230V  

Watt Volt Feeding EDP-No. Product-ID-No.

100W 24V feeding: 3m cable 2x1,0 sqmm 54212 501.9692420
  and contour plug 16A 230V
  holding: 20m cable 
  2x1,5 sqmm with halogen
  spotlight 100W 24V



S
ub

je
ct

 to
 e

ng
in

ee
rin

g 
ch

an
ge

s.
   

  0
6/

09

Low voltage lamps
GIFAS prima light 38W/24V or 42V

For protection against theft and upon your request we can en-
grave your lamp with the name of your company.

   not engraved engraved
Watt Volt Feeding EDP-No. Product- EDP-No. Product-
    ID-No.  ID-No.
38W 24V with 5m cable 48826 9105.24V 48828 9105.G.24V
  2x1,5 sqmm with all-rubber
  CEE plug 2x16A/24V
38W 24V with 10m cable 48827 91010.24V 48829 91010.G.24V
  2x1,5 sqmm with all-rubber
  CEE plug 2x16A/24V

   not engraved engraved
Watt Volt Feeding EDP-No. Product- EDP-No. Product-
    ID-No.  ID-No.
38W 42V with 5m cable 48830 9105.42V 48832 9105.G.42V
  2x1,5 sqmm with all-rubber
  CEE plug 2x16A/42V
38W 42V with 10m cable 48831 91010.42V 48833 91010.G.42V
  2x1,5 sqmm with all-rubber
  CEE plug 2x16A/42V

6/4

GIFAS prima light 38W/24V or 42V AC

•  A technically perfect, professional lamp
•  High light efficiency (2850 lumen) low heat emission 
•  Optimum area illumination by dazzle free homogeneous light
•  Low energy consumption by a 2D compact fluorescent light 38W
•  The yellow coloured housing is made of impact resistant 

 polycarbonate, the black rubber frame is protecting against impact 
and shock.

The handle also serves as support, and when clicked into place, 
brings the lamp into the desired position

•  The strong covering of the lamp is made of Makrolon. It is impact and 
shock resistant and protects the housing against water and dust

•  International protection IP 44 or IP 65
•  Protection category III
• Weight (without cable): 2,8 kg

devices for wall fixing or tripods

tripods see page 8/19 and 8/20

EDP-No. 50630 EDP-No. 49275

EDP-No. 51050
EDP-No. 55618

EDP-No. 49277EDP-No. 49276

Description EDP-No. Product-ID-No.

Fluorescent lamp 2D38W 39741 910.L
Macrolon protection covering 48798 910.MAKROLON

Reflector 48799 910.REFLEKTOR
series reactor 24V 76039 910/9GT.24VAC.18-38W.
series reactor 42V 76040 910/9GT.48VAC.18-38W. 

Lamps, spare parts and accessories

Description EDP-No. Product-ID-No.

Wall fixing device 49275 910.WANDHALTERUNG.VA
 50630 910.WANDHALTERUNG.VA.2x900.M
Tripod fixing 49276 910.STATIVHALTERUNG.VA
 51050 910.STATIVHALTERUNG.VA.NORMH.
Tripod fixing 49277 910.STATIVHALTERUNG.2FACH.VA
double 55618 910.STATIVH.2FACH.VA.NORMH.



   without engraving with engraving 
Watt Volt Feeding EDP-No. Product-ID-No. EDP-No. Product-ID-No.
2 x 36 W 24 V 5 m cable 61936 9105.24V.MULTI 61985 9105.24V.MULTI.G
  2x1,5 sqmm with all-rubber
  CEE plug 2x16A/24V
2 x 36 W  24 V  10 m cable  61937 91010.24V.MULTI 61986 91010.24V.MULTI.G
  2x1,5 sqmm with all-rubber
  CEE plug 2x16A/24V
2 x 36 W 42 V 5 m cable  61938 9105.42V.MULTI 61989 9105.42V.MULTI.G
  2x1,5 sqmm with all-rubber 
  CEE plug 2x16A/42V 
2 x 36 W 42 V 10 m cable  61939 91010.42V.MULTI 61990 91010.42V.MULTI.G
  2x1,5 sqmm  with all-rubber  
  CEE plug 2x16A/42V

S
ub

je
ct

 to
 e

ng
in

ee
rin

g 
ch

an
ge

s.
   

  0
6/

09

Low voltage lamps
PRIMA MULTI 2x36W/24V or 42V

6/5

   without engraving with engraving 
Watt Volt Feeding EDP-No. Product-ID-No. EDP-No. Product-ID-No.
2 x 36 W 24 V 5 m cable  61944 9105.24V.241629.MULTI 61987 9105.24V.241629.MULTI.G
  2x1,5 sqmm with all-rubber
  CEE plug 2x16A/24V
2 x 36 W 24 V 10 m cable  61945 91010.24V.241629.MULTI  61988 91010.24V.241629.MULTI.G
  2x1,5 sqmm with all-rubber
  CEE plug 2x16A/24V
2 x 36 W 42 V 5 m cable  61946 9105.42V.421629.MULTI 61991 9105.42V.421629.MULTI.G
  2x1,5 sqmm with all-rubber
  CEE plug 2x16A/42V
2 x 36 W 42 V 10 m cable  61947 91010.42V.421629.MULTI 61992 91010.42V.421629.MULTI.G
  2x1,5 sqmm with all-rubber
  CEE plug 2x16A/42V

Models without CEE-socket

Models with CEE-socket 2x16A 24/42V

The work lamp MULTI is a very special, perfect and professional lamp 
for industry and trade. With its high light efficiency (2x2800lm) and very 
low heat emission it is designed for special applications. The lamp 
MULTI guarantees maximum area illumination with dazzle free, strong 
and white-clear light. Different possibilities to install the light offer a wide 
range of applications.

Special features
The black housing is made of polycarbonate with rubber coating. The 
edges are reinforced. A handle makes it easy to carry the lamp and is 
also a suspension device. The Makrolon covering is impact and shock 
resistant and protects the housing against water and dust. The low en-
ergy consumption of mere 80 Watts is well worth remembering.

Models
•  Protected low voltage 24VAC/2x36W 
•  Protected low voltage 42VAC/2x36W 
•  Model with CEE-socket 
•  International protection: IP 44 or IP 65
•  Protection category III

Technical Information
Models: 24VAC, 42VAC
Watt: 2x36W
Light efficiency: 2x2800 Im
Weight: appr. 3800g

Accessories/spare parts
EDP-No. Product-ID-No. designation

61931 910.MULTI.L.36W Fluorescent lamp 36W

75629 910.MULTI.REF.+2.FASSUNG Reflector for MULTI 2x36W

48798 910.MAKROLON Makrolon covering for MULTI 36W

62535 910.MULTI.AUFNAHMEBÜGEL Fixing handle



Skipiste blocking on Hauser Kaibling

Tin puching plant at Magna Prestec in Weiz
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Low voltage lamps
Protection tube lamps Korona 24V

• International Protection IP 67, dust- and water tight
• Model in acrylic or borosilicate glass
• Protection against mechanical damage at Acrylic tube version: IK 10
• Resistant against mechanic and chemical influences
• Large selection of different wattages, lengths and voltages 
• Dazzle free light
• Compact bar shaped tube or ordinary fluorescent tube
• Even in cases of extreme working conditions it is breakdown- 

and maintenance-free 
• Various wall mounting and suspension devices available
• Screws and mounting devices of stainless steel
• Electronic series reactor or without reactor
• Closing caps of glass fibre reinforced Nylon 66

on request in different colours available e.g.:

Electronic series reactor

Higher operational lifetime of the tube
No stroboscopic effect
Immediate start (no flickering)

6/6

Sludge thickener at ARA in Imst

Pit illumination at sewage treatment plant „Mürzverband“

Ideal for use in:
• Machines • Working pits
• Dairy Industry • Tunnels and bays
• Sewage treatment plants • Paper industry
• Wet surroundings • Pedestrian subways, etc.
• Breweries

Dust- and water tight
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Low voltage lamps
Korona fixing devices

EDP-No.: 56352

EDP-No.: 56354

plug-in version

EDP-No.: 56353

EDP-No.: 56351

EDP-No.: 56350

EDP-No.: 56351
Product-ID-No.: 9GT.WANDHALTERUNG.1.NIRO.50

EDP-No.: 56352
Product-ID-No.: 9GT.WANDHALTERUNG.2.NIRO.61

EDP-No.: 56350
Product-ID-No.: 9GT.HALTERUNG.GERADE.NIRO

EDP-No.: 56354
Product-ID-No.:
9GT.POSITIONSBÜGEL.2.(1ST.+3S)

EDP-No.: 56353
Product-ID-No.: 9GT.POSITIONSBÜGEL.1.(1ST.+3S)

Distance sleeve 
(plastic)

Distance sleeve 
(plastic)

Distance sleeve 
(plastic)

Wing screw M6

Wing screw M6 Wing screw M6



    
Watt EDP-No. Product-ID-No.  EDP-No. Product-ID-No. Length

12V with compact bar-shaped fluorescent lamp
with built-in electronic ballast 12 V DC

18 W 76550 9GT18CE12DC.M.526MM 76738 9GT18CE12DC.V.526MM 526 mm
24 W 72929 9GT24CE12DC.M.626MM 76739 9GT24CE12DC.V.626MM 626 mm
36 W 71758 9GT36CE12DC.M.720MM 76740 9GT36CE12DC.V.720MM 720 mm

24V with compact bar-shaped fluorescent lamp
with built-in electronic ballast 24 V DC

18 W 76730 9GT18CE24DC.M.526MM 76733 9GT18CE24DC.V.526MM 526 mm
24 W 76731 9GT24CE24DC.M.626MM 76734 9GT24CE24DC.V.626MM 626 mm
36 W 76732 9GT36CE24DC.M.720MM 76735 9GT36CE24DC.V.720MM 720 mm

with built-in electronic ballast 24 V AC

18 W 76725 9GT18CE24AC.M.526MM 76727 9GT18CE24AC.V.526MM 526 mm
24 W 76726 9GT24CE24AC.M.626MM 76728 9GT24CE24AC.V.626MM 626 mm
36 W 76676 9GT36CE24AC.M.720MM 76729 9GT36CE24AC.V.720MM 720 mm

42V with compact bar-shaped fluorescent lamp
with built-in electronic ballast 42 V DC

18 W 76749 9GT18CE42DC.M.526MM 76752 9GT18CE42DC.V.526MM 526 mm
24 W 76750 9GT24CE42DC.M.626MM 76753 9GT24CE42DC.V.626MM 626 mm
36 W 76751 9GT36CE42DC.M.720MM 76754 9GT36CE42DC.V.720MM 720 mm

with built-in electronic ballast 42 V AC

18 W 76743 9GT18CE42AC.M.526MM 76746 9GT18CE42AC.V.526MM 526 mm
24 W 76745 9GT24CE42AC.M.626MM 76747 9GT24CE42AC.V.626MM 626 mm
36 W 76742 9GT36CE42AC.M.720MM 76748 9GT36CE42AC.V720MM 720 mm

Versions with external electronic ballast and lamps for in line connection on request.
Caps in different colours upon request.
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Low voltage lamp
Protection tube lamp KORONA

Spare lamps

Description Socket EDP-No. Product-ID-No.

compact fluorescent lamp 18 W bright white 2G11 57321 KOMPAKTLM.18W.2G11.840
compact fluorescent lamp 24 W bright white 2G11 57322 KOMPAKTLM.24W.2G11.840
compact fluorescent lamp 36 W bright white 2G11 57323 KOMPAKTLM.36W.2G11.840
compact fluorescent lamp 36 W daylight 2G11 66347 KOMPAKTLM.36W.2G11.860

Acryl Borosilicate-Glass

Length without cable gland
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Protection tube lamp
StreamLight 24V

diameter of tube: 54 mm• 

outside diameter: 59 mm• 

with built-in electronic ballast• 

dazzle free light• 

versions with external electronic ballast and• 

lamps for in line connection on request

closing caps with integrated wall-mounting device• 

standard colour: (electro) grey

dark grey and other colours on request

International protection: IP 68, dust- and watertight• 

models in Acrylic or Borosilicate glass• 

resistant against mechanic and chemical infl uence (protection • 

against mechanical damage at Acrylic  tube version: IK09)

breakdown- and maintenance-free even under extreme working • 

conditions

Ø
5
4

9

6
6

3
6

F

CDB

A

E

3
7

7

5
9

Ø
5
4

Acryl Borosilicate-Glass Length in mm

Watt EDP-No. Prod.ID-.No. EDP-No. Prod.ID-.No. A B C D E F

24V DC 
with compact bar-shaped fl uorescent lamp T8 (diameter 26 mm)

18
36

87590
86946

GTF18LE24DCM.1063MM
GTF36LE24DCM.1678MM

87593
87595

GTF18LE24DCV.1063MM
GTF36LE24DCV.1678MM

1063
1678

366
369

126
126

 561
1173

1053
1668

1033
1648

24V AC 
with compact bar-shaped fl uorescent lamp T8 (diameter 26 mm)

18
36

86945
87591

GTF18LE24ACM.1063MM
GTF36LE24ACM.1678MM

87592
87594

GTF18LE24ACV.1063MM
GTF36LE24ACV.1678MM

1063
1678

366
369

126
126

 561
1173

1053
1668

1033
1648

24V DC 
with compact bar-shaped fl uorescent lamp T5 (diameter 16 mm)

24
39

87596
87599

GTF24LE24DCM.1013MM
GTF39LE24DCM.1398MM

87601
87603

GTF24LE24DCV.1013MM
GTF39LE24DCV.1398MM

1013
1398

501
450

126
126

376
812

1003
1388

983
1368

24V AC 
with compact bar-shaped fl uorescent lamp T5 (diameter 16 mm)

24
39

86949
87597

GTF24LE24ACM.1013MM
GTF39LE24ACM.1398MM

87600
87602

GTF24LE24ACV.1013MM
GTF39LE24ACV.1398MM

1013
1398

501
450

126
126

376
812

1003
1388

983
1368

Description Socket EDP-No. Prod.ID-No.

Compact fl uorescent lamp 18W
Compact fl uorescent lamp 36W

G13
G13

57324
57325

LEUCHTSTR.18W.G13.840.T8
LEUCHTSTR.36W.G13.840.T8

Compact fl uorescent lamp 24W
Compact fl uorescent lamp 39W

G5
G5

87633
82382

LEUCHTSTR.24W.G5.840.T5
LEUCHTSTR.39W.G5.840.T5

Spare Lamps
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Product properties

compact, small floodlight in modern design•	
housingcolours: white or black•	
housing is made of aluminium die casting•	
clamp made of stainless steel, powder coated•	
International protection class: IP66•	
source of light: 5 high-impact LEDs•	
angles of light ray 8°, 26°, 45° or 2x45°/3x8° (optic on LEDs)•	
connection 10-30VDC directly•	
connection 230VAC via power adapter•	

Technical data

lighting device: 5 power LEDs a 3W, white 6000 K•	
voltage: 12 VDC, 24VDC (range 10-30 VDC)  •	
or via power supply 230VAC / 24VDC
power consumption:	 0,5A 24VDC •	
	 1,0A 12VDC
dimensions: 118 x 84 x 67 mm•	
weight: 0,35 kg•	

Lights 

Description EDP-No. Product-ID-No.

Housing white, luminiscent paint white, 8° 91429 SPOTLED.WS.LED8°.WEISS.10-30VDC.M
Housing black, luminiscent paint white, 8° 91430 SPOTLED.SW.LED8°.WEISS.10-30VDC.M
Housing white, luminiscent paint white, 26° 91919 SPOTLED.WS.LED26°.WEISS.10-30VDC.M
Housing black, luminiscent paint white, 26° 91583 SPOTLED.SW.LED26°.WEISS.10-30VDC.M
Housing white, luminiscent paint white, 45° 91426 SPOTLED.WS.LED45°.WEISS.10-30VDC.M
Housing black, luminiscent paint white, 45° 91427 SPOTLED.SW.LED45°.WEISS.10-30VDC.M
Housing white, luminiscent paint white,  2 x 45°, 3 x 8° 91921 SPOTLED.WS.LED2x45/3x8°.WEISS.10-30VDC.M
Housing black, luminiscent paint white, 2 x 45°, 3 x 8° 91741 SPOTLED.SW.LED2x45/3x8°.WEISS.10-30VDC.M

118
96

49 49
26.15

22.5

Ø5
.5

Ø4
.3

Ø4.3

98
Bügel

3.7

1.
7

7 25

67

84
36

LED spotlights
SpotLED

6/9a

fixture



Description EDP-No. Product-ID-No.

90° coupling 91417 SPOTLED.WINKELKUPPLUNG.3P.IP67

Description EDP-No. Product-ID-No.

Coupling incl. PUR-Cable 2 m black,  
moulded 

91450 SPOTLED.SYSTEMKABEL.2M.SW.PUR.KUPPLUNG

Coupling incl. PUR-Cable 5 m black,  
moulded 

91451 SPOTLED.SYSTEMKABEL.5M.SW.PUR.KUPPLUNG

Description EDP-No. Product-ID-No.

Power adapter for installation 30W,  
max. 2 SpotLED

91416 NETZGERÄT.85-264VAC.21,6-26,4VDC.1,5A

Power adapter for installation 60W,  
max. 4 SpotLED

91062 NETZGERÄT.88-264VAC.21,6-26,4VDC.2,5A

Description EDP-No. Product-ID-No.

Rubber box 1812 incl. installed power  
adapter max. 2 SpotLED

91441 1812.1NG.1,5A.24VDC.1M20.2M12.1BST

Rubber box 1812 incl. installed power 
adapter max. 4 SpotLED

91442 1812.1NG.2,5A.24VDC.ZDU.1M20.4M12.3BST

Description EDP-No. Product-ID-No.

Rubber covered magnet for SpotLED  
(Ø 43mm)

91587 SPOTLED.MAGNET.SW.85N.

1x Rubber covered magnet for SpotLED 
mounted 
(Remark: 2x needed for SpotLED)

91621 SPOTLED.MAGNET.SW.85N.M

Description EDP-No. Product-ID-No.

LiYY 3x0,25 meter goods 91446 SPOTLED.SYSTEMKABEL.GRAU.3X0,25

LiYY3x0,25 incl. assembled 90° coupling 
91447 is an example for 10 m.  
Different lengths from 0,2 to 10 m possible. 

91447 SPOTLED.SYSTEMKABEL.10M.GRAU.3X0,25.KU.M 

Description EDP-No. Product-ID-No.

Spiral cable, length 1m to 4m  
extendable

91807 SPK.1,0.43025.0,2/0,2.PUR.SW

Description EDP-No. Product-ID-No.

Power adapter (230VAC)  
incl. cable (1.8 m) + 90° coupling

91415 SPOTLED.STECKERNETZTEIL.1,8M.WINKELKU.M

Description EDP-No. Product-ID-No.

Car plug (12VDC) incl. cable (5 m) + 90°  
coupling

91633 SPOTLED.SYSTEMKABEL.5M.PUR.ZIG.M

Description EDP-No. Product-ID-No.

Potentiometer with rotary knob for 
dimming

91753 SPOTLED.POTENTIOMETER.500K.DREHKN.SK.M
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LED spotlights
SpotLED – spare parts / accessories

6/9b



S
ub

je
ct

 to
 e

ng
in

ee
rin

g 
ch

an
ge

s.
   

  0
6/

09

Low voltage lamps
Halogen floodlight 24V and 42V

6/10

Gifas – low voltage Halogen floodlight

• Robust housing with wide spread reflector
• Anti-corrosive Alu die cast housing
• Large cooling fins for optimum heat dissipation
• Easy handling with hinges
• Stainless tension clip
• Safety glass for high temperature fluctuations
• Silicon ring seal
• Spare glass 226x140mm
• 2 halogen bulbs included
• International Protection IP54
• Protecting category III

GIFAS – low voltage halogen floodlight

•  Same design but in addition equipped with two contact mag-
nets (280 N each) mounted on a swivel handle.

Spare bulbs

Watt Volt Socket EDP-No. Product-ID-No.

70W 24V/26V G5,3 12059 7070

100W 24V GY6,35 17015 7024.100.GY6,35

150W 24V GY6,35 12095 7024.150.GY6,35

150W 42V GY6,35 12096 7042.150.GY6,35

   without cable with 10m cable
     2x1,5 sqmm and all-rubber
     CEE plug 2x16A 24V

Watt Volt base EDP-No.  EDP-No. 

2x70W 24V G 5,3 16614 92702 25431 9270210

2x100W 24V GY 6,35 16686 921002 25904 92100210

2x150W 24V GY 6,35 16688 921502 25922 92150210

   without cable with 10m cable
     2x1,5 sqmm and all-rubber
     CEE plug 2x16A 42V

Watt Volt base EDP-No.  EDP-No. 

2x70W 42V G 5,3 16656 92704* 25894 9270410*

2x100W 42V GY 6,35 16687 921004* 25921 92100410*

2x150W 42V GY 6,35 25902 921504 25923 92150410

  without cable with 10m cable
    2x1,5 sqmm and all-rubber
    CEE plug 2x16A 24V

Watt Volt EDP-No.  EDP-No. 

2x70W 24V 25825 92702.2X900M 16698 9270210.2X900M

2x100W 24V 25931 921002.2X900M 25936 92100210.2X900M

2x150W 24V 25933 921502.2X900M 25938 92150210.2X900M

  without cable with 10m cable
    2x1,5 sqmm and all-rubber
    CEE plug 2x16A 42V

Watt Volt EDP-No.  EDP-No. 

2x70W 42V 25895 92704.2X900M* 25896 9270410.2X900M*

2x100W 42V 25932 921004.2X900M* 25924 92100410.2X900M*

2x150W 42V 25934 921504.2X900M 25686 92150410.2X900M

*) When using 70W or 100W bulbs: For the 42V - halogen radiators two bulbs 24V    
 will be connected in series.

Product-ID-
No.

Product-ID-
No.

Product-ID-
No.

Product-ID-
No.

Product-ID-
No.

Product-ID-
No.

Product-ID-
No.

Product-ID-
No.
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Low voltage lamps
Halogen floodlights 24V and 42V with pedestal

GIFAS halogen floodlight with pedestal 24V

•  Same design as before but with pedestal of plastic coated steel 
tube

•  Easy to carry
•  hinged and easy to fix
•  collapsible pedestal
•  two halogen bulbs included

GIFAS halogen floodlight with pedestal 42V

•  Same design as before but with pedestal of plastic coated steel 
tube

•  Easy to carry
•  hinged and easy to fix
•  collapsible pedestal
•  two halogen bulbs included

  without cable 10m cable
    2x1,5 sqmm and all-rubber
    CEE plug 2x16A 24V

Watt Volt EDP-No.  EDP-No. 

2x70W 24V 25891 92702.MOB 25650 9270210.MOB

2x100W 24V 25939 921002.MOB 25943 92100210.MOB

2x150W 24V 25941 921502.MOB 25824 92150210.MOB

  without cable 10m cable
    2x1,5 sqmm and all-rubber
    CEE plug 2x16A 42V

Watt Volt EDP-No.  EDP-No. 

2x70W 42V 25899 92704.MOB* 25901 9270410.MOB*

2x100W 42V 25940 921004.MOB* 25948 92100410.MOB*

2x150W 42V 25942 921504.MOB 25944 92150410.MOB

*) When using 70W or 100W bulbs: For the 42V - halogen radiators two bulbs 24V  
 will be connected in series.

Product-ID-
No.

Product-ID-
No.

Product-ID-
No.

Product-ID-
No.

Spare bulbs

Watt Volt Socket EDP-No. Product-ID-No.

70W 24V/26V G5,3 12059 7070

100W 24V GY6,35 17015 7024.100.GY6,35

150W 24V GY6,35 12095 7024.150.GY6,35

150W 42V GY6,35 12096 7042.150.GY6,35
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Lamps for workshops
Model 994BS3 and 994BFM, 50W 24V

GIFALUX lamp model 994BS3 24V/50W 

•  Socket GY 6,35 with halogen bulb 50W/24V 
•  By three turnable brass joints the light can be directed towards 

any desired position
•  The joints and steel arms are protected against oxidation by 

nickel-plating
•  All-rubber lamp head with switch, aluminium reflector and safety 

glass
•  The fixing of the lamp is done by three drill holes on the brass 

foot
•  International protection IP 55
•  Protection category III

GIFALUX lamp model 994 BFM 24V/50W 

•  Socket GY 6,35 with halogen bulb 50W/24V 
•  Flexible tube
•  The flexible tube is protected against dirt by a plastic tube
•  The brass joint is protected against oxidation by nickel-

plating
•  All-rubber lamp head with switch, aluminium reflector and safety 

glass
•  The lamp is held to all steel parts by a strong magnet
•  International protection IP 55
•  Protection category III

6/12

Watt Volt Type EDP-No. 

50W 24V Wide beam reflector- 28391 994BS3
  3 steel tube joints

50W 24V as above, with 5m cable  28623 994BS3.5
  2x1,5 sqmm with all-rubber
  CEE plug 2x16A 24V

50W 24V Spare bulb: bulb 12041 7024.50.GY6,35
  with socket GY6,35

Watt Volt Type EDP-No. 

50W 24V Wide beam reflector- 28392 994BFM
  flexible tube with magnet

50W 24V as above, with 5m cable  28624 994BFM.5
  2x1,5 sqmm and all-rubber
  plug 2x16A 24V

50W 24V Spare bulb: bulb 12041 7024.50.GY6,35
  with socket GY6,35

Product-
ID-No.

Product-
ID-No.

joint 25°

flexible
metal tube
380 mm
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Lamps for workshops
Model 994 BM, 50W 12V, 24V and 42V

6/13

GIFALUX lamp model 994 BM 24V/50W 

• Socket GY 6,35 with halogen bulb 50W/24V
• The brass turnable joint is protected against oxidation by     
 nickel-plating
• All-rubber lamp head with switch, aluminium reflector and 
 safety glass
• The lamp is held to all steel parts by a strong magnet
• Especially suited for the use in narrow spaces
• International protection IP 55
• Protection category III

GIFALUX lamp model 994 BM 12V, 24V or 
42V/50W with suction cup 

•  Socket GY 6,35 with halogen bulb 50W 12V, 24V or 42V
•  With nickel-plated brass joint and suction cup
•  The suction cup provides optimum hold on all smooth surfaces 

(withdrawing force 40 kg)
•  Especially developed for the use on non-magnetic surfaces
•  International protection IP 55
•  Protection category III

Watt Volt Type EDP-No. Product-ID-No.

50W 12V Wide beam reflector with 49112 994BM.5.12V.50W.ZIG
  cable 2x1,5 sqmm and
  cigarette igniter plug

50W 24V Wide beam reflector with 45837 994BM.5.SAUGHEBER
  cable 2x1,5 sqmm and
  all-rubber CEE plug  2x16A 24V

50W 42V Wide beam reflector with 47327 994BM.5.42V.50W.SAUGHEBER
  cable 2x1,5 sqmm and
  all-rubber CEE plug  2x16A 42V

Watt Volt Type Socket EDP-No. Product-ID-No.

50W 12V halogen bulbs GY 6,35 12031 7012.50.GY6,35

50W 24V halogen bulbs GY 6,35 12041 7024.50.GY6,35

50W 42V halogen bulbs GY 6,35 39835 7042.50.GY6,35

Spare bulbs for all models 994

Watt Volt Type EDP-No. 

50W 24V wide beam reflector- 28393 994BM
  turnable brass joint with magnet

50W 24V as before, with 5m cable 28625 994BM.5
  2x1,5 sqmm and all-rubber
  CEE plug 2x16A 24V
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Low voltage
Spare parts for halogen radiators 24V and 42V

6/14

GIFAS halogen bulbs
are equipped with a special tungsten burner. The 
halogen mixture and the filament are responsible 
for a high light efficiency and a long lifetime.

Watt Volt Socket EDP-No. Product-ID-No.

  20W 12V G4 12030 7012.20.G4
  50W 12V GY6,35 12031 7012.50.GY6,35

  20W 24V G4 12040 7024.20.G4
  50W 24V GY6,35 12041 7024.50.GY6,35
  70W 24V/26V G5,3 12059 7070
100W 24V GY6,35 17015 7024.100.GY6,35
150W 24V GY6,35 12095 7024.150.GY6,35

  50W 42V/44V GY6,35 39835 7042.50.GY6,35
  75W 42V GY6,35 39836 7042.75.GY6,35
150W 42V GY6,35 12096 7042.150.GY6,35

Spare parts EDP-No. Product-ID-No.

Protection glass without frame (226 x 140mm) 12172 900.GO
Protection glass with frame 25648 900.GM
Wire screen glass complete with 2 alu-holders 29609 900.DGA
Wire mash glass 12167 900.DG
Silicon profile sealring 12180 900.SD
Complete connection box 12165 900.A
Retaining spring for protection glass 12196 900.HF
Reflector for radiator 12197 986.R
Socket 12168 900.F
Stainless steel tension clip 12183 900.SP
Lamellar shield of inert steel  12481 98601
Three-side shield of inert steel  12482 98602

Compact 
beamer

Watt Volt Type Socket EDP-No. Product-ID-No.

100W 28V compact beamer 12036 7024.100

Fluorescent tubes and
Energy saving lamps

38W fluorescent lamp GR10q–4 39741 910.L

36W fluorescent lamp 2G10 61931 910.MULTI.L.36W

Watt Volt Type Socket EDP-No. Product-ID-No.

11W compact fluorescent tube bright white 2G7 57320 KOMPAKTLM.11W.2G7.EVG
18W compact fluorescent tube bright white 2G11 57321 KOMPAKTLM.18W.2G11
24W compact fluorescent tube bright white 2G11 57322 KOMPAKTLM.24W.2G11
36W compact fluorescent tube bright white 2G11 57323 KOMPAKTLM.36W.2G11
55W compact fluorescent tube bright white 2G11 57214 KOMPAKTLM.55W.2G11

36W compact fluorescent tube daylight 2G11 66347 KOMPAKTLM.36W.2G11.860

18W
36W

fluorescent tube
fluorescent tube

G13
G13

57324
57325

LEUCHTSTR.18W.G13.840.T8
LEUCHTSTR.36W.G13.840.T8

24W
39W

fluorescent tube
fluorescent tube

G5
G5

87633
82382

LEUCHTSTR.24W.G5.840.T5
LEUCHTSTR.39W.G5.840.T5

Special bulbs GIFAS special bulb (clear) “shock proof” is resistant against vibration and shock, fluctuations of electric power, 
as well as moist surroundings and fluctuations of temperature. The average life is appr. 2.500 hours. Packing units: 
boxes with 12, 24 or 100 bulbs

Watt Volt Type Socket EDP-No. Product-ID-No.

60W 24V bulb “shock proof„ E27 26409 7111.K

60W 42V bulb “shock proof„ E27 33661 7112.K
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All-rubber CEE low voltage plug and socket connections

6/15

All-rubber CEE plug

All-rubber CEE coupling plug

All-rubber CEE socket

All-rubber CEE wall socket

A
m

p
e
r
e

P
o
le

s

24V
50–60 Hz

42V
50–60 Hz

Product-ID-No. 16A 2 241626 421626 
EDP-No.   10949 11515 

Product-ID-No. 16A 2 241627 421627 
EDP-No.   10952 11516 

Product-ID-No. 16A 2 241629 421629 
EDP-No.   10956 11519 

Product-ID-No. 16A 2 21241629 21421629 
EDP-No.   25141 26135 

12H

 2 

 2polig



Low voltage cable reels and cart with lighting equipment
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Cart with lighting equipment

•  Mobile cart with 4 turnable wheels
•  Fix mounted cable reel for reception of the feeding cord
•  All-rubber case with safety-transformer
•  4 halogen radiators mounted on telescope tripods

Special features:

•  Built-in overheating protection with all pole disconnection ac-
cording to IEC 61316

•  All-rubber reel body of one homogeneous unit
•  Internal brake which does not produce friction on the reel body
•  Bend-free cable entry with effective tensile relief
•  All sockets with self-closing spring operated cover.
•  Sockets can be individually exchanged
•  Solid steel tube pedestal powder coated (black)
•  16mm steelshaft (maintenance-free)
•  Completely weather-resistant
•  Resistant against oils and acids
•  Resistant against corrosion

Cable- Cable-            24V           42V

length dimension Fitting EDP-No.  EDP-No. 

30 m 2x 2,5 sqmm 3/CEE 2x 16A 52397 50222230225.Ü 52402 50244430225.Ü

40 m 2x 2,5 sqmm 3/CEE 2x 16A 52398 50222240225.Ü 52403 50244440225.Ü

40 m 2x 4,0 sqmm 3/CEE 2x 16A 52399 50222240240.Ü 52404 50244440240.Ü

All-rubber cable reels „PROFI“ model 502 with overheating protection


