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Series
KL6

Page 10

Plastic material

GIFAS distributor boxes of Series Profibox KP and KL Lightbox are sui-
table for indoor and outdoor use. The compact socket combinations are 
available in different sizes and designs.

Type of protection: IP44 to IP65
The high-quality housing made of plastic ABS / PC bring a wide range of 
positive features. Such as impact-resistance, dimensionally stability, tem-
perature resistance -25 ° C - + 40 ° C, weather resistance, UV resistance, 
resistance to aging, good insulation properties and it is corrosion-free.

For universal application

GIFAS-socket combinations are ideally suited for all applications. The 
series KP and KL are used in areas where quality, robust housing and 
absolute reliability matters ... such as industry, trade, workshops, agricul-
ture, household, public buildings, leisure, sports, camping. 

Perfect packaging to your specifications and requirements (with cable 
gland, standard rails, terminals, switches, push buttons, but also with 
earthing contact and CEE sockets or other plug-in systems). On request, 
engraving or marking plates for identification of operational notes.

We plan together with you the best distribution solution for your 
needs.
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Plastic-Lightbox

Series KL1

Technical data

Width x height x depth: 147 x 340 x 112 mm
Type of protection: up to IP55 
Housing Material: Plastic, Colour RAL 7035
Specifications of the housing:  Halogen-free, UV-resistant, 
Gasket:  Foamed polyurethane gasket
Protection class: II
Impact Proof: IK08
Clear Window: 4TE

Design the optimum solution for your requirements with our engineers.

Equipment examples

EDP No. Product ID No. Entry Fusing Equipment

113354 KL1.94G77.0,03.FILS.SP.1M25. 1/M25 2/FI-LS 2pol. 16A 
SP 0,03A

4/Schuko 16A 230V

113356 KL1.HG92CEE77.0,03.FILS.SP.1M25. 1/M25 2/FI-LS 2pol. 16A 
SP 0,03A

2/CEE 3x16A 230V

113357 KL1.HG17.0,03.40.SP.1M25. 1/M25 1/FI 4pol. 40A 
SP 0,03A

1/CEE 5x16A 400V

113359 KL1.HG37.0,03.40.XF.1M32. 1/M32 1/FI 4pol./40A/0,03A therm. 1/CEE 5x32A 400V

*Wall fixing 

Ø20/25 Ø20/25

Ø20/25
32

Ø20/25
32

Ø20/25
32

34
0

147

4/Teilungs-
einheiten
möglich

112

107*

25
2*

32A

16A

16A 16A
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Series KL2

Equipment examples

EDP No. Product ID No. Entry Fusing Equipment

113360 KL2.94G7.0,03.40.SP.1M25. 1/M25 2/LS 1pol. 16A
1/FI 4pol./40A/0,03A

4/Schuko 16A 230V

113361 KL2.95.1M25. 1/M25 5/LS 1pol. 16A 5/Schuko 16A 230V

113362 KL2.HG193.1M25. 1/M25 1/LS 3pol. 16A
3/LS 1pol. 16A 

1/CEE 5x16A 400V
3/Schuko 16A 230V

113363 KL2.HG119.1M25. 1/M25 2/LS 3pol. 16A 2/CEE 5x16A 400V

Design the optimum solution for your requirements with our engineers.

Plastic-Lightbox

Technical data

Width x height x depth: 185 x 410 x 112 mm
Type of protection: up to IP55 
Housing Material: Plastic, Colour RAL 7035
Specifications of the housing:  Halogen-free, UV-resistant, 
Gasket:  Foamed polyurethane gasket
Protection class: II
Impact Proof: IK08
Clear Window: 6TE

*Wall fixing 

Ø25/32 Ø25/32
Ø32/40

Ø16/
20

Ø16/
20

Ø25/32 Ø25/32
Ø32/40

Ø16/
20

Ø16/
20

6/Teilungs-
einheiten
möglich

142*

33
9*

41
0

185 112

16A

16A 16A
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Plastic-Lightbox

Series KL3

Technical data

Width x height x depth 233 x 410 x 112 mm
Type of protection up tp IP55 
Housing Material Plastic, Colour RAL 7035
Specifications of the housing Halogen-free, UV-resistant, 
Gasket Foamed polyurethane gasket
Protection class II
Impact Proof IK08
Clear Window 9TE

Design the optimum solution for your requirements with our engineers.

Equipment examples

EDP No. Product ID No. Entry Fusing Equipment

113366 KL3.957.0,03.40.XF.1M32. 1/M32 5/LS 1pol. 16A
1/FI 4pol./40A/0,03A therm.

5/Schuko 16A 230V

113367 KL3.HG1927.0,03.40.XF.1M32. 1/M32 1/LS 3pol. 16A
2/LS 1pol. 16A
1/FI 4pol./40A/0,03A therm.

1/CEE 5x16A 400V
2/Schuko 16A 230V

113374 KL3.HG1193.1M32. 1/M32 2/LS 3pol. 16A
3/LS 1pol. 16A

2/CEE 5x16A 400V
3/Schuko 16A 230V

113375 KL3.HG1195G.1M32. 1/M32 2/LS 3pol. 16A
3/LS 1pol. 16A

2/CEE 5x16A 400V
5/Schuko 16A 230V

*Wall fixing 

Ø25/32 Ø25/32

Ø25/32Ø25/32

Ø20/25Ø20/25Ø20/25

Ø20/25Ø20/25Ø20/25

9/Teilungs-
einheiten
möglich

190*

33
9*

41
0

233 112

16A

16A 16A

16A 16A
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Series KLN4

Design the optimum solution for your requirements with our engineers.

Plastic-Lightbox

Technical data

Width x height x depth 310 x 435 x 149 mm
Type of protection up tp IP65 
Housing Material Plastic, Colour RAL 7035
Specifications of the housing Halogen-free, UV-resistant, 
Gasket Foamed polyurethane gasket
Protection class II
Impact Proof IK08
Clear Window 12TE

*Wall fixing 

Equipment examples

EDP No. Product ID No. Entry Fusing Equipment

120251 KLN4.HG11927.0,03.40.XF.1M32. 1/M32 2/LS 3pol. 16A
2/LS 1pol. 16A
1/FI 4pol./40A/0,03A therm.

2/CEE 5x16A 400V
2/Schuko 16A 230V

120252 KLN4.HG31927.0,03.63.XF.G/A.1M32. 1/M32 1/LS 3pol. 32A
1/LS 3pol. 16A
2/LS 1pol. 16A
1/FI 4pol./63A/0,03A therm.

1/CEE 5x32A 400V
1/CEE 5x16A 400V
2/Schuko 16A 230V

120254 KLN4.HG3194G7.0,03.63.XF.G/A.1M32. 1/M32 1/LS 3pol. 32A
1/LS 3pol. 16A
2/LS 1pol. 16A
1/FI 4pol./63A/0,03A therm.

1/CEE 5x32A 400V
1/CEE 5x16A 400V
4/Schuko 16A 230V

120250 KLN4.987.0,03.40.XF.1M32. 1/M32 8/LS 1pol. 16A
1/FI 4pol./40A/0,03A therm.

8/Schuko 16A 230V

M20

M20

M20

M32

M20
M20

M40

M20
M20

M32

M20

M20

M25

M20

M25
M32

M20 M20

M40 M32
M25

M20

310

43
5

207*

29
5*

12/Teilungseinheiten möglich

149

16A

16A

16A32A

16A

32A
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Equipment examples

EDP No. Product ID No. Entry Fusing Equipment

120265 KLN5.HG111937.0,03.63.XF.G/A.1M40. 1/M40 3/LS 3pol. 16A
3/LS 1pol. 16A
1/FI 4pol./63A/0,03A therm.

3/CEE 5x16A 400V
3/Schuko 16A 230V

120263 KLN5.HG31194G7.0,03.63.XF.G/A.1M40. 1/M40 1/LS 3pol. 32A
2/LS 3pol. 16A
2/LS 1pol. 16A
1/FI 4pol./63A/0,03A therm.

1/CEE 5x32A 400V
2/CEE 5x16A 400V
4/Schuko 16A 230V

120261 KLN5.HG31967.0,03.63.XF.G/A.1M32. 1/M32 1/LS 3pol. 32A
1/LS 3pol. 16A
6/LS 1pol. 16A
1/FI 4pol./63A/0,03A therm.

1/CEE 5x32A 400V
1/CEE 5x16A 400V
6/Schuko 16A 230V

120256 KLN5.9127.0,03.63.XF.G/A.1M32. 1/M32 12/LS 1pol. 16A
1/FI 4pol./63A/0,03A therm.

12/Schuko 16A 230V

16A

16A16A

16A32A

16A

Series KLN5

Technical data

Width x height x depth 420 x 435 x 149 mm
Type of protection up to IP65 
Housing Material Plastic, Colour RAL 7035
Specifications of the housing Halogen-free, UV-resistan
Gasket Foamed polyurethane gasket
Protection class II
Impact Proof IK08
Clear Window 18TE

Design the optimum solution for your requirements with our engineers.

*Wall fixing 

16A

32A

Plastic-Lightbox
43

5

29
5*

M40

M20M20

M20

M20 M25

M32 M20

M25
M25

M20

M20

M20

M20M25

M32M20

M25

M20

M25

M20

M20

M20

M20

M25
M25

M32

M25

M20

M20

M20 M20

M40

M20

M20

M32

M25 M25
M25

M20

315*

420

18/Teilungseinheiten möglich

149
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Equipment examples

EDP No. Product ID No. Entry Fusing Equipment

113389 KL5.HG33G11G937.0,03.63.XF.1M32. 1/M32 1/LS 3pol. 32A
1/LS 3pol. 16A
3/LS 1pol. 16A
1/FI 4pol./63A/0,03A therm.

2/CEE 5x32A 400V
2/CEE 5x16A 400V
3/Schuko 16A 230V

113390 KL5.HG11G11G937.0,03.40.XF.1M32. 1/M32 2/LS 3pol. 16A
3/LS 1pol. 16A
1/FI 4pol./40A/0,03A therm.

4/CEE 5x16A 400V
3/Schuko 16A 230V

113391 KL5.HG3196G7.0,03.63.XF.1M32. 1/M32 1/LS 3pol. 32A
1/LS 3pol. 16A
3/LS 1pol. 16A
1/FI 4pol./63A/0,03A therm.

1/CEE 5x32A 400V
1/CEE 5x16A 400V
6/Schuko 16A 230V

113392 KL5.921G7.0,03.40.XF.1M32. 1/M32 7/LS 1pol. 16A
1/FI 4pol./40A/0,03A therm.

21/Schuko 16A 230V

16A

32A

16A16A

16A16A

16A32A

16A

32A

Series KL5

Technical data

Width x height x depth 305 x 560 x 149 mm
Type of protection up to IP55 
Housing Material Plastic, Colour RAL 7035
Specifications of the housing Halogen-free, UV-resistan
Gasket Foamed polyurethane gasket
Protection class II
Impact Proof IK08
Clear Window 13TE

Design the optimum solution for your requirements with our engineers.

*Wall fixing 

Plastic-Lightbox

13/Teilungs-
einheiten
möglich

Ø25/32Ø25/32Ø25/32Ø25/32Ø25/32

Ø25/32Ø25/32Ø25/32Ø25/32Ø25/32

Ø16/
20

Ø16/
20

Ø16/
20

Ø16/
20

Ø16/
20

Ø16/
20

Ø16/
20

Ø16/
20

56
0

228*

47
6*

305 149
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Series KL6

Equipment examples

EDP No. Product ID No. Entry Fusing Equipment

113393 KL6.HG3194777777.0,03.FILS.5HKL16.1M32. 1/M32 1/LS 3pol. 32A
1/LS 3pol. 16A
4/FI-LS 2pol./16A/0,03A
2/FI 4pol./40A/0,03A

1/CEE 5x32A 400V
1/CEE 5x16A 400V
4/Schuko 16A 230V

113394 KL6.HG1198G777777.0,03.FILS.5HKL16.1M32. 1/M32 2/LS 3pol. 16A
4/FI-LS 2pol./16A/0,03A
2/FI 4pol./40A/0,03A

2/CEE 5x16A 400V
8/Schuko 16A 230V

113395 KL6.HG119877.0,03.63.XF.5HKL16.1M32. 1/M32 2/LS 3pol. 16A
8/LS 1pol. 16A
2/FI 4pol./63A/0,03A therm.

2/CEE 5x16A 400V
8/Schuko 16A 230V

113396 KL6.9127.0,03.12FILS.5HKL16.1M32. 1/M32 12/FI-LS 2pol./16A/0,03A 12/Schuko 16A 230V

Design the optimum solution for your requirements with our engineers.

Technical data

Width x height x depth 305 x 560 x 149 mm
Type of protection up to IP55 
Housing Material Plastic, Colour RAL 7035
Specifications of the housing Halogen-free, UV-resistant, 
Gasket Foamed polyurethane gasket
Protection class II
Impact Proof IK08
Clear Window 2x 13TE

Plastic-Lightbox

*Wall fixing 

16A32A

16A 16A

16A 16A

Ø25/32Ø25/32Ø25/32Ø25/32Ø25/32

Ø25/32Ø25/32Ø25/32Ø25/32Ø25/32

Ø16/
20

Ø16/
20

Ø16/
20

Ø16/
20

Ø16/
20

Ø16/
20

Ø16/
20

Ø16/
20

56
0

228*

47
6*

305

13/Teilungs-
einheiten
möglich

13/Teilungs-
einheiten
möglich

149
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Series KP1

Technical data

Width x height x depth 222 x 292 x approx.135 mm
Type of protection up to IP67 
Housing Material Plastic, Colour RAL 7035
Specifications of the housing  Halogen-free, UV-resistant, 
Gasket Foamed polyurethane gasket
Protection class II
Impact Proof IK08
Clear Window 9TE

Design the optimum solution for your requirements with our engineers.

*Wall fixing 

Equipment examples

EDP No. Product ID No. Entry Fusing Equipment

113331 KP1.947.0,03.40.SP.1M25. 1/M25 4/LS 1pol. 16A
1/FI 4pol./40A/0,03A

4/Schuko 16A 230V

113337 KP1.HG192.1M25. 1/M25 1/LS 3pol. 16A
2/LS 1pol. 16A

1/CEE 5x16A 400V
2/Schuko 16A 230V

113338 KP1.HG194.1M32. 1/M32 1/LS 3pol. 16A
4/LS 1pol. 16A

1/CEE 5x16A 400V
4/Schuko 16A 230V

113339 KP1.HG392.1M32. 1/M32 1/LS 3pol. 32A
2/LS 1pol. 16A

1/CEE 5x32A 400V
2/Schuko 16A 230V

Plastic-Profibox
28

5

29
2

222

9/Teilungs-
einheiten
möglich

26
8*

205*

ca. 135

32A

16A

16A
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*Wall fixing 

Equipment examples

EDP No. Product ID No. Entry Fusing Equipment

113340 KP2.HG1927.0,03.40.SP.1M25. 1/M25 1/LS 3pol. 16A 
2/LS 1pol. 16A
1/FI 4pol./40A/0,03A

1/CEE 5x16A 400V
2/Schuko 16A 230V

113341 KP2.HG3927.0,03.63.XF.1M32. 1/M32 1/LS 3pol. 32A 
2/LS 1pol. 16A
1/FI 4pol./63A/0,03A therm.

1/CEE 5x32A 400V
2/Schuko 16A 230V

113343 KP2.HG1193.1M32. 1/M32 2/LS 3pol. 16A 
3/LS 1pol. 16A

2/CEE 5x16A 400V
3/Schuko 16A 230V

Design the optimum solution for your requirements with our engineers.

Technical data

Width x height x depth 222 x 377 x approx. 145 mm
Type of protection up to IP67
Housing Material Plastic, Colour RAL 7035
Specifications of the housing Halogen-free, UV-resistant, 
Gasket Foamed polyurethane gasket
Protection class II
Impact Proof IK08
Clear Window 9TE

Series KP2

Plastic-Profibox 

9/Teilungs-
einheiten
möglich

222

35
3*

205*

37
0

37
7

ca. 145

16A

16A

32A

16A
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Series KP3

Technical data

Width x height x depth 298 x 505 x approx.190 mm
Type of protection up to IP67 
Housing Material Plastic, Colour RAL 7035
Specifications of the housing Halogen-free, UV-resistant, 
Gasket Foamed polyurethane gasket
Protection class II
Impact Proof IK08
Clear Window 13TE

*Wall fixing 

Equipment examples

EDP No. Product ID No. Entry Fusing Equipment

113344 KP3.HG3196G7.0,03.63.XF.1M32. 1/M32 1/LS 3pol. 32A
1/LS 3pol. 16A
3/LS 1pol. 16A
1/FI 4pol./63A/0,03A therm.

1/CEE 5x32A 400V
1/CEE 5x16A 400V
6/Schuko 16A 230V

113345 KP3.HG1196G7.0,03.63.XF.1M32. 1/M32 2/LS 3pol. 16A
3/LS 1pol. 16A
1/FI 4pol./63A/0,03A therm.

2/CEE 5x16A 400V
6/Schuko 16A 230V

113346 KP3.HG3396G7.0,03.63.XF.1M40. 1/M40 2/LS 3pol. 32A
3/LS 1pol. 16A
1/FI 4pol./63A/0,03A therm.

2/CEE 5x32A 400V
6/Schuko 16A 230V

113347 KP3.912G7.0,03.40.XF.1M32. 1/M32 6/LS 1pol. 16A
1/FI 4pol./40A/0,03A therm.

12/Schuko 16A 230V

113348 KP3.912.1M32. 1/M32 12/LS 1pol. 16A 12/Schuko 16A 230V

115030 KP3.HG31937.0,03.40.XF.HKL.2M32. 2/M32 1/LS 3pol. 32A
1/LS 3pol. 16A
3/LS 1pol. 16A
1/FI 4pol./40A/0,03A therm.

1/CEE 5x32A 400V
1/CEE 5x16A 400V
3/Schuko 16A 230V

Plastic-Profibox

Design the optimum solution for your requirements with our engineers.

32A

16A

16A

298

50
5

234*

36
6*

182*
ca. 190

13/Teilungs-
einheiten
möglich

32A

32A

16A

16A32A
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*Wall fixing 

Equipment examples

EDP No. Product ID No. Entry Fusing Equipment

113349 KP4.HG1111947.0,03.63.XF.1M40. 1/M40 4/LS 3pol. 16A 
4/LS 1pol. 16A
1/FI 4pol./63A/0,03A therm.

4/CEE 5x16A 400V
4/Schuko 16A 230V

113350 KP4.HG3311947.0,03.63.XF.1M40. 1/M40 2/LS 3pol. 32A
2/LS 3pol. 16A 
4/LS 1pol. 16A
1/FI 4pol./63A/0,03A therm.

2/CEE 5x32A 400V
2/CEE 5x16A 400V
4/Schuko 16A 230V

113351 KP4.HG1111967.0,03.63.XF.1M40. 1/M40 4/LS 3pol. 16A 
6/LS 1pol. 16A
1/FI 4pol./63A/0,03A therm.

4/CEE 5x16A 400V
6/Schuko 16A 230V

113352 KP4.HG319477.0,03.63.XF.5HKL16.1M40. 1/M40 1/LS 3pol. 32A
1/LS 3pol. 16A 
4/LS 1pol. 16A
2/FI 4pol./63A/0,03A therm.

1/CEE 5x32A 400V
1/CEE 5x16A 400V
4/Schuko 16A 230V

Design the optimum solution for your requirements with our engineers.

Technical data

Width x height x depth 298 x 505 x approx. 190 mm
Type of protection up to IP67
Housing Material Plastic, Colour RAL 7035
Specifications of the housing: Halogen-free, UV-resistant, 
Gasket Foamed polyurethane gasket
Protection class II
Impact Proof IK08
Clear Window 2x 13TE

Series KP4

Plastic-Profibox

298

50
5

234*

36
6*

182*
ca. 190

13/Teilungs-
einheiten
möglich

13/Teilungs-
einheiten
möglich

16A 16A

16A 16A

32A 32A

16A 16A

16A 16A

16A32A

16A 16A
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